
Preformed Flexible Joint Sealants Acceptance Program 
The Department maintains an approved products list for preformed flexible joint sealants for precast 

concrete applica�ons to be used on all Department contracts and Department issued permits or 

agreements. Producers that wish to be added to the Department’s approved products list are to contact 

the Materials and Research sec�on at DOT_APL@Delaware.gov. The producer will be required to provide 

the Department cer�fied test results for the tests listed in Table 1 performed by an accredited laboratory. 

Producers are to furnish samples to the Department upon request when the Department determines that 

a sample is needed for addi�onal material tes�ng and verifica�on. All samples submi*ed to the 

Department must be accompanied with a producer signed cer�ficate of analysis.

Table 1: Preformed Flexible Joint Sealants Certificate of Analysis Submittal Information 

Test Method

Bitumen Content (bitumen products) ASTM D4

Rubber Product Chemical Analysis (butyl rubber 

products) 
ASTM D297  

Ash­Inert Mineral Matter ASTM D6/ D6M

Specific Gravity ASTM D71

Ductility ASTM D113/ D113M

Softening Point ASTM D36/ D36M

Penetration ASTM D217

Flash Point and Fire Point ASTM D92

Chemical Resistance ASTM C990/ C990M

Compression­Recovery of Tape Sealant ASTM C972

Joint Performance Requirements ASTM C990/ C990M

The Department, at its sole discre�on, will determine whether the material should be placed on the 

Department’s approved products list. The Department will con�nuously evaluate approved product list 

material field performance and will determine, at its sole discre�on, whether products should be removed 

or temporarily suspended from the approved products list. Producers are to alert the Department of 

formula�on or manufacturing process changes.


