DelDOT Concrete Curing Compound Acceptance Program

The Department maintains an approved products list for concrete curing compound to be used on all
Department contracts and Department issued permits or agreements. Producers that wish to be added to
the Department’s approved products list are to contact the Materials and Research section at
DOT APL@Delaware.gov. The producer will be required to provide the Department certified test results
for tests listed in Table 1 performed by an accredited laboratory. Producers are to furnish samples to the
Department upon request when the Department determines that a sample is needed for additional
material testing and verification. All samples submitted to the Department must be accompanied with a
producer signed certificate of analysis.

Table 1: Concrete Curing Compound Certificate of Analysis Submittal Information

TEST METHOD
Moisture Loss @ 72 hrs. AASHTO T155
Deleterious Reaction with Concrete ASTM C309
Reflectance (using CIE D65/2°) ASTM E1347
Drying Time (hrs.: min.) ASTM C309
Density, lbs/gal ASTM D1475

The Department, at its sole discretion, will determine whether the material should be placed on the
Department’s approved products list. The Department will continuously evaluate approved product list
material field performance and will determine, at its sole discretion, whether products should be removed
or temporarily suspended from the approved products list. Producers are to alert the Department of
formulation or manufacturing process changes.


mailto:DOT_APL@Delaware.gov

