
Hot Applied Joint and Crack Sealant Acceptance Program 

The Department maintains an approved products list for hot applied joint and crack sealant materials to 

be used on all Department contracts and Department issued permits or agreements. Producers that wish 

to be added to the Department’s approved products list are to contact the Materials and Research section 

at DOT_APL@Delaware.gov. The producer will be required to provide the Department the material’s 

AASHTO Product Evaluation and Audit Solutions (PEAS) code for the Department to verify its suitability. 

Products that have not been submitted to, tested by, and evaluated by AASHTO PEAS are to provide 

certified test results for the tests listed in Table 1 performed by an accredited laboratory for the material 

being submitted for approval. Producers are to furnish samples to the Department upon request when 

the Department determines that a sample is needed for additional material testing and verification. All 

samples submitted to the Department must be accompanied with a producer signed certificate of analysis. 

Table 1: Certificate of Analysis Submittal Information 

TESTS METHOD

Cone Penetration at 77° F ASTM D5329

Cone Penetration at 40° F ASTM D5329

Softening Point, °F ASTM D36

Bond, Non­immersed, ­20° F ASTM D5329

Bond, Water immersed, ­20° F ASTM D5329

Resilience at 77° F ASTM D5329

Asphalt Compatibility ASTM D5329

Apparent Viscosity at Maximum heating 

Temperature, °F 
AASHTO TP 85 

The Department, at its sole discretion, will determine whether the material should be placed on the 

Department’s approved products list. The Department will continuously evaluate approved product list 

material field performance and will determine, at its sole discretion, whether products should be removed 

or temporarily suspended from the approved products list. Producers are to alert the Department as 

additional AASHTO PEAs testing data becomes available and when changes occur to the material 

formulation or manufacturing process. 


