
Aesthe c Stain Acceptance Program 
The Department maintains an approved products list for aesthe c stain to be used on all Department 
contracts and Department issued permits or agreements. Producers that wish to be added to the 
Department’s approved products list are to contact the Materials and Research sec on at 
DOT_APL@Delaware.gov. The producer will be required to provide the Department the following 
informa on to begin the approval process:

Cer fied test results for the tests listed in Table 1 performed by an accredited laboratory, and 
A list of three loca ons and associated owner contact informa on where material was previously 
successfully applied.  

Producers are to furnish samples to the Department upon request when the Department determines that 
a sample is needed for addi onal material tes ng and verifica on. All samples submi ed to the 
Department must be accompanied with a producer signed cer ficate of analysis. 

Table 1: Aesthetic Stain Certificate of Analysis Submittal Information 
TEST METHOD 

Solids Content by Weight ASTM D2832 
Water Vapor Transmission Rate ASTM D1653, Method A 

Accelerated Weathering ASTM G155 
Drying Time ASTM D1640 

The Department will coordinate with the producer to create two three feet by three feet test panels in the 
color and nt of the Department’s choosing to further evaluate aesthe c stains that have been reviewed 
and found to be materially acceptable. Test panels will be inspected upon comple on and in one months’ 

me from material applica on. The Department will evaluate the material’s performance and, at its sole 
discre on, will determine whether the material should be placed on the Department’s approved products 
list. The Department will con nuously evaluate approved product list material field performance and will 
determine, at its sole discre on, whether products should be removed or temporarily suspended from the 
approved products list. Producers are to alert the Department of formula on or manufacturing process 
changes. 


